‘Adjustabie
Exhaust Cap
Direct exhaust where
you want it.

. Avoid dustt

Powerful Motor
'Brive 16 gauge finish
nails from 1-14" to

T250A-F16 FEATURES & BENEFITS

ygono andie
Sure Grip
Comfortable design and suregrip

[

2 112" offering
versatility for many
applications.

COMPACE e
Lightweight Design
Only 3.75ibs. and able to
get into tight spols.

Adjustable Depth of

Drive

Provides precise control
of nait depth into hard or
soft wood. (opposite side)— ...

Cle &
Easy access to possible
nail jams.

Nait L.ock Qut

Prevents blank fire onto work /

surface, {10 nails)

G oS
Precise placement of nails.

i

PPasitods®

pravide more controf and less
\ fatigue

No-Mar Tip

With Site lines

Prevents damage fo

. Reload ator
View quickly when
nails are Needed.

expensive irim. Clear
iine of sight.

Loading Instruchions:

Step No. 1 - insert Paslode® 16 gauge angled finish nalls down into magazine.
Step No. 2 - Move magazine release to the rear while actuating follower.
Step No. 3 - Let go off the pull back.

Reversib

Belt Hook

Hang your tool on your belt fo
overhead work.(No focls needed
roversing

of removing)

Ease of reloading
nails.

Rear Load Magazine
Insert naiis down into the
channegl. Holds 2 strips

or 100 nails.

FINISH NAILS ONLY

USE PASLODE
ANGLED




PARTS LEGEND FN16A65 500910
1 501043 1 T.H.S.C.S. 1/4-20 x 1/2 32 500940 1 Wire Belt Hook
2 500921 1 Deflector 33 501324 4 S.H.C.S. 10-24 x 3/4
3 501332 4 S.H.C.S.10x24 x 7/8 34 501316 1 Pin Dowel
4 500909 1 Cap 35 501301 1 Nose
=5 500927 1 Gasket 36 500918 1 Front Plate
6 500913 1 Piston Stop 37 500924 1 Latch Clamp Spring
7 501288 1 Spring, Main Valve 38 500923 1 Clamp Spring
“8 091023 2 O -Ring 39 404659 2 Roll Pin
*9 095406 1 O -Ring 40 402730 1 Pin
10 501277 1 Main Valve Assembly 41 500939 1 Quick Clear Cover
1 405430 1 O -Ring 42 501754 1 Upper W.C.E.
12 500911 1 Piston 43 501753 i Lower W.C.E.
13 401130 1 Driv Lok Pin *44 500936 1 No-Mar Tip
*14 500920 1 Driver Blade *45 501414 1 Spring, W.C.E.
15 091863 1 O -Ring *46 402963 1 O -Ring
*16 500369 1 O -Ring 47 500928 1 End Plug
17 500907 1 Sleeve 48 501756 1 Pin
>*18 500917 1 Bumper 49 501362 1 Rail, Magazine
19 501404 1 Blade Seal 50 500933 1 Follower
20 500908 1 Housing 51 501150 1 Pull Back Lever
21 501141 1 Label, Logo R 152 500944 1 Negator Spring
22 501140 1 Label, Logo L 53 501148 1 Follower Core Assembly
23 026133 2 Roll Pin 54 501225 1 Follower Pin
24 501757 1 Spring 55 500934 1 Spring, Follower
25 097748 y) Spring 56 501224 1 Screw, #8-16 x 5/8 Plastite
26 097746 1 Pin Valve 57 501458 1 Right & Left Handle Kit
52T 092174 1 O -Ring 58 501223 2 Screw, #8-16 x 7/8 Plastite
28 401958 1 Valve Body 59 501311 1 Nameplate
29 501755 ) Adjustment Knob 60 501302 1 Warning Label
30 500937 i Brad Chanel 61 501398 1 Torsion Spring, Quick Clear
31 501039 1 Sequential Trigger 62 402669 1 Trigger Pin
63 402668 1 Retaining Ring

Denotes Normal Wear Items.
Make sure Warning Label (501302) is properly affixed.
Replace if necessary.
Label available at no charge through the Service Parts Dept.

AIR CONSUMPTION - SCFM/FASTENER
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SAFETY INSTRUCTIONS
WEAR EYE AND HEARING PROTECTION
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Always wear hearing protection and eye protection
devices, including side shields when operating or
working in the vicinity of a tool.

DO NOT EXCEED MAXIMUM
RECOMMENDED AIR PRESSURE

Operate the tool using only the recommended air
pressure. Do not exceed the maximum air pressure
marked on the tool. Be sure the air pressure gauge is
operating properly and check it at least twice a day.

Never use any bottled air or gases such as
oxygen to operate the tool since they could cause
the tool to explode.







Bounce Fire Operating Kit

The contact irip trigger is designed for

successive operation {"bounce” firlng),

The operator must squesze the Wrigger and

mave the tool along the workpiece with a bounding motion,
deprassing the work contacting element at the point where
vou want to insert a fastener. The contact trip trigger patts
are offered free of charge. ‘Paslode highly recommands
installation of the contact trip trigger by a factory authorized.

service center. (Labor not included) Part No. 501048
Lubricants

Lubricating Ol 16 oz o Part No, _5%83?2@
Fubricaing Off with Anitfreeze 8 oz, . . Part No. 210080

‘Chemplex 710 Lubricant b, Part No. 403734

Degreaser Cleaner - . : , :
ideal cleaner {or all Pasiode tools. Fart No. 219086

Safety Glasses
Clear © Part No. 402510
Tinted - PartNo. 402512

Tool Case _
Handy canying case that conveniently stores your tool .
with room for additional accessories, S Part No. 501304
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